


Latest Digital KeyTelephone System

LG replaces GDK family KTS with LDK implementing upgraded features and
maintaining backward compatibility with the running systems. Its variants for
SME(Small and Medium Enterprise) are LDK - 300 and LDK -100.

Through the flexible structure and design LG have pursued, An intelligent business

partner making more profits and saving more cost is what it returns to you.

LDK suggests the applications to wide
range of customers for their own specific uses,
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Service diagram
All that are required in business communications
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Specifications

Capacity
Item LDK-300 LDK-100
No. of shelf 1 2 3 1 2
No. of slots 9 18 27 6 12
No. of stations 96 192 288 48 96
No. of Analog CO lines 32 68 104 40 40
No.of BRI (ch.) 56 112 152 40 40
No.of PRI (ch.) 120 150 150 40 40

Key features for LDK

External line features System features Call features

Auto Call Number Redial Alarm Call forward busy/no answer

Automatic Pause Insertion Account code - Call forward follow-me

Call park Analog caller ID service - Call forward incoming co line off-net

Call transfer Authorization code i Call forward preset

CO call time restriction Auto call release ¢ Call forward station off net

CO call transfer to CO line ACD - Callforward unconditional

CO flash Busy Lamp Field i Camp-on

CO line groups Canned toll restriction - Call pickup

CO line name display CLI message waiting . DND

CO line queuing Conference Flash on incoming call

CO line ring assignment Dial by name . Hot line / warm line

Executive/secretary transfer Door phone . Serial calling

Last Number Redial DID . Step calling

Music On Hold DISA (Direct Inward System Access) - Tenant group

Pause insertion in speed dial LCR (Least Cost Routing) . Paging

Private line

Save number redial

Speed dial (station / system)
System speed zone group
VolP call - direct call

VolP call - call by network
ISDN-Advice of charge
ISDN-CLIP

ISDN-COLP

ISDN-CLIR/ COLR
ISDN-MSN/Sub-addressing

Hotel features

Hotel name registration
Check - in/ out

Room charge display

One time CO call enable
Change language on display
Mini bar

Linked station pair
Message waiting call back
SMDR

Remote S upgrade by ISDN, LAN, MODEM

Station group - Circular / Terminal / UCD / Ring / VM

Universal night answer
Voice over

Attendant

Voice announcement
2B Phone

Maid status

Bathroom alarm

Baby listening

Muti front desk

Auto internal speed directory
PMS interface

Paging - Meet Me Page

Paging - Conference Group

Attendant features

Call queuing

Disable outgoing access

Intrusion
Override

Day / night/ weekend mode
Station feature cancel



Peripherals

: Digital Proprietary Telephones
° Advanced communications tool for

maximum productivily in your office

LKD-30D LKD-8DS
« LCD display (2+24) « LCD display (2+24)
+ 30 Flexible buttons + 8 Flexible buttons

» Speaker phane- full duplex » Speaker phone- full duplex

. LKD-2NS LKD-DSS
it » 2 Flexible buttons + Direct Station Selection
* 30 Flexible buttons P — flexibleb
« Dual LED Indication « Speaker phone- full duplex * 48 flexible buttons
+ Speaker phone (full duplex)
Analog Single Line Telephone; LKA-100
4 - N Another option for single line user
In order to provide customers with a full terminal lines
including single line phone. LKA-100 is offered as an optimized solution.
Key features .
» Message wait indicator » Tone/pulse switch * Wall mountable (option}
\_ Yy, + Ring volume control (3 steps) * Flash * Last Number Redial

* Ringer Lamp

Business DECT terminal ; GDC- 345H

4 5= N Key features

* Vibrator » Redial * 30 phone books
+ 12 characters * 2 Lines » External ring type : 9 types * One touch dial
+ Bicons » Auto/ Manual subscription ~ * Review caller ID
* 20 keys + Ear-piece button + 2 cell battery

« Pre dial * Key lock

« Post dial

. J
PC-Attendant

Features
» Using User DB
- MS Outlook, Access Symantec ACT,
Goldmine
- Using Scheduler & Directory DB
» Key Pad & Mouse operation
» Grouping / Drag & Drop
» SMS Message sending to Mobile
= BLF Display option
= Usability based GUI(Human Interface)
» Multi Attendants
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COST EFFECTIVE STRUCTURE

+ Building block expansion
- LDK-100 : Max. 2 shelves
- LDK-300 : Max. 3 shelves
« Universal slots
* A single controller
» Backward compatibility with GDK-100

VOICE NETWORKING

LDK provides customers with networking capability that enables them
to talk over IP network or ISDN QSIG giving transparent features among
the systems deployed over wide areas.

Through networking, max. 24 systems can be interconnected using a
single server in central office.

Features offered by voice networking

» Net call

+ Net transfer

» Identification Service

* Message waiting

» Call Completion

» Net Conference

* Message Waiting Indication(MWI)
» Net Call Forward

= DND

» Centralized Attendant Service

= Attendant Call-Out/Inside Network
* BLF (Busy Lamp Field)

BUSINESS DECT

Wireless solution covering wide areas such as factories, schools, university,
hotels and hospitals are given by system DECT in LDK.

* Max. 24 cells

« Max. 4 simultaneous calls /cell

« Features equivalent to normal wired terminals

APPLICATIONS

« 3¢ party CTI (CSTA/ TAPI)

« Built-in VMS, Automated Attendant Module
+ VoIP

+ Remote Admin & S/W upgrade

+ Integration with LG UMS box (LUM-24 IP)
= PC - Attendant

+ Wireless IP Phone

+ PC - Phone : TAPI 2.0 Compatible




LG Electronics Inc.

LG Kangnam Tower

679, Yoksam-dong, kangnam-gu, Seoul
135-985, Korea

Tel: +82-2-2005-2941-4 Fax:+82-2-2005-2599
E-mail : BCS@lge.com
hitp://bcs.lge.com
www.lge.com

This document is for general guidance purpose only, the information fumished in the document is valid as of
the date of its publication and is subject to change without natice. LG Electronics, Inc. assumes
no responsibility for any errors and omission in this document that result in your misunderstanding,

Copyright 2003, LG Electronics, Inc. All right reserved.
Printed in Korea/lssue 2.0



